19981112 .ba v02_n297.bam.981112 v02_n298.bam.981112 


>From ???@??? Fri Nov 13 05:48:52 1998 

Message-Id: <199811121032.EAA14178@sco.theporch. com> 
Date: Thu, 12 Nov 1998 04:32:01 CST 

Subject: BOATANCHORS digest 2297 


BOATANCHORS Digest 2297 


Topics covered in this issue include: 


1) 
2) 
3) 
4) 
5) 
6) 
7) 


8) 


9) 
10) 
11) 
12) 
13) 
14) 
15) 
16) 
7) 


18) 


FS: Dow-Key T/R Relays 

by JONWEINER@aol.com 

Halli SX-101a Parts Needed 

by "John KIUWA" <k9uwa@cris.com> 

Re: Advice Needed: Meter Repair 

by ailO@lehigh.edu (ARTHUR I. LARKY) 
Re: Advice Needed: Meter Repair 

by Bill Hawkins <bill@iaxs.net> 

Re: heath mr-21A part hunt 

by "Lawrence R. Ware" <lrware@pipeline.com> 
ATWATER KENTS-- 2nd Round 

by David Stinson <arc5@ix.netcom.com> 
Re: 159 Bulbs 

by Jderm740@aol.com 

Re: Wanted INFO: Pope EF9 tube. 


by Bill J <maestro@cix.co.uk> 

WE 232A Water Cooled tube 

by "William L. Fuqua III" <wlfuqu0Q@pop.uky.edu> 
FS: 11 mtr AM rig 

by Al Parker <anchor@coastalnet.com> 

Re: Wanted INFO: Pope EF9 tube. 

by Bill J <maestro@cix.co.uk> 

FS -- CE200V parts available 

by Phil Mills <pmills@a.crl.com> 

?? CE200V on 160 meters ?? 

by Phil Mills <pmills@a.crl.com> 

URM-25 Capacitor Synopsis 

by "Benjamin D. Hall" <kd5byb@WT.NET> 

FS: QST 1928 to 1975 

by "Chuck O'Neal" <coneal@ma.ultranet.com> 
Calibrator xtal WTB 

by Sandy Gerli <angerli@esslink.com> 

Tubes and Meters FS 

by "Wallace Gibbons" <rockwall@tcsourceone.com> 
(Fwd) Re: Panel Meter Adj.-(Phaostron) 

by "steve" <scb@mail.internettport.net> 


19) WTB: NATIONAL SW-5 Thrillbox 
by "Eugene Rippen" <soundval@foothill.net> 
20) R-392 For Sale 
by Glenn Finerman <glenn£fin@mjet.com> 
21) Re: More Mystery Tube Info 
by Charles Ring <charlesr@infonline.net> 
22) Re: WE 232A Water Cooled tube 
by polepeeg@aa4rm.ba-watch.org (Marty's Refl. Drop) 
23) Re: 8930 RF Power Tetrode 
by "Arden Allen" <gumbear@pacbell.net> 


From: JONWEINER@aol.com 

Message-ID: <af03beca.3649bb4d@aol. com> 

Date: Wed, 11 Nov 1998 11:29:01 EST 

To: Old Tube Radios <boatanchors@theporch.com> 
Mime-Version: 1.0 

Subject: FS: Dow-Key T/R Relays 

Content-type: text/plain; charset=US-ASCII 
Content-transfer-encoding: 7bit 


I have for sale two Dow-Key T/R relays. They have 110VAC coils, no external 
contacts, and "N" type connectors. Price: $30.ea. postpaid, or both for 
$55.,postpaid. 


Jon, KIVVC 


Message-Id: <199811111641.LAA13124@newman. concentric.net> 
From: "John K9UWA" <k9uwa@cris.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Date: Wed, 11 Nov 1998 11:41:49 +0000 

MIME-Version: 1.0 

Content-type: text/plain; charset=US-ASCII 
Content-transfer-encoding: 7BIT 

Subject: Halli SX-101a Parts Needed 

CC: k9uwa@cris.com 


looking radio..this one has 160 meters on it....but the Pitch Control 
Knob and looks like the shaft behind it are missing???....Any help 
appreciated! ! 


de John K9UWA 


John Goller, K9UWA & Jean Goller, N9OPXF 
Antique Radio Restorations 
k9uwa@cris.com 


http://www. concentric.com/~k9uwa/ 


Message-Id: <199811111707 .MAAQ5720@ns1-1.CC.Lehigh.EDU> 
Date: Wed, 11 Nov 1998 12:07:20 EST 

From: ailO@lehigh.edu (ARTHUR I. LARKY) 

Subject: Re: Advice Needed: Meter Repair 

To: Old Tube Radios <boatanchors@theporch.com> 


Roy S. Morgan wrote: 
>> 
>> Short the meter terminals and see what happens. 


John KU6X wrote: 


>It's not clear from Roy's response but this is an old trick some of the 
>newbies might not know about for checking out a meter movement. 


It's also a good idea to take some bare wire and wrap it from one terminal to 
the other on meters that you have in your 'junk box'. This keeps the needle 
from banging around and getting ruined. The movement of the coil in the 
magnet's field generates electricity. Shorting the meter terminals puts a 
heavy load on the generated electricity and results in mechanically braking 
the movement of the meter. 

Art K3HBA 


Date: Wed, 11 Nov 1998 12:06:40 -0600 (CST) 

From: Bill Hawkins <bill@iaxs.net> 

Message-Id: <199811111806.MAAQ3825@citrus.iaxs.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Advice Needed: Meter Repair 


The effect of shorting a meter varies with the number of turns in the 
moving coil and the strength of the magnet. Both of these go up as the 
meter becomes more sensitive. I'd say the benefit was marginal for 1 ma 
full scale. 


OTOH, I see sensitive galvanometers at hamfests with no short across the 
terminals. These are invariably broken and useless for their intended 


purpose. The ones with brass fittings make nice paperweights, though. 


Regards, 
Bill Hawkins 


Remember the veterans, especially of that first mechanized war, WW I. 


War is a dirty job, but somebody has to do it, as long as humanity 
continues to produce territorial leaders that are psycopaths. 


Message-Id: <3.0.5.32.19981111143031.008a94£0@pop. pipeline. com> 
Date: Wed, 11 Nov 1998 14:30:31 +0000 

To: Old Tube Radios <boatanchors@theporch.com> 

From: "Lawrence R. Ware" <lrware@pipeline.com> 

Subject: Re: heath mr-21A part hunt 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


At 11:21 11/11/1998 +0000, I wrote: 


<snip> 

>The ferrite bar antenna uses an unusual version of a 3 conductor 
>1/4" phone plug to connect to the rest of the radio. 

>This is almost a standard phone plug: The only difference is it 
>is designed to chassis mount instead of being the more common 
>cable end plug. 

<snip> 


I should of been a little more clear... 

Six different people have written so far to suggest just using 

a nut on a standard plug... (thanks for the effort guys, but I'm 
afraid it is not that simple....) 


ASCII art is not my strong suite, but it needs to look something 
like this: 


Threads face the other way on the darn things..... 


TAT AVAVAVAN | 
Tip <===========|thread|=wires connect here 
,area, | 


Thanks, and please keep looking in your junk boxes... 
-Larry 


i## This message transmitted with 100% recycled electrons. 
d## Your voltage may vary. :-) 

# Larry Ware 

# lrware@pipeline.com 


Message-ID: <3649E8F2.2380@ix.netcom.com> 
Date: Wed, 11 Nov 1998 13:43:47 -0600 

From: David Stinson <arc5@ix.netcom.com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: ATWATER KENTS-- 2nd Round 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Second and final round of offers for the 
private, BA-Members-only sale. 


Closes some time after midnight, central time. 


73 DE David Stinson AB5S 
arc5@ix.netcom.com 


Occupied Republic of Texas, CSA 


From: Jderm740@aol.com 

Message-ID: <d2a88ed9.3649f£0f2@aol . com> 

Date: Wed, 11 Nov 1998 15:17:54 EST 

To: Old Tube Radios <boatanchors@theporch.com> 
Mime-Version: 1.0 

Subject: Re: 159 Bulbs 

Content-type: text/plain; charset=US-ASCII 
Content-transfer-encoding: 7bit 


Bulb is 6.3 volt @ .15 A Long life T 3 1/4 envelope. 


I have no idea what it fits. Thought for a minute it was automotive but at 
6.3v I guess not. 


Jack 


Message-Id: <199811112117 .VAA29223@mail.compulink.co.uk> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Bill J <maestro@cix.co.uk> 

CC: <boatanchors@theporch. com> 

Date: Wed, 11 Nov 1998 21:16:55 +500 

Subject: Re: Wanted INFO: Pope EF9 tube. 


On 1998-11-11 kn6di@groupone.net said: 
kn A friend of mine has a_ radio from Europe that has a Pope EF9 tube 
kn it has 8 flat pins, a red glass evevolope that is loose at the base 
kn and it has a smooth edge, not like it is broken and you can twist 
kn it about a 1/8" in either direction and has several wraps of a very 
kn fine copper wire wrapped around it and soldered to one of the pins. 
kn Wire size is around 30 or so. Has a plate cap and he says when he 
kn touches the plate cap the radio hums a little louder. 
kn Anybody know who, what, where, how to find info or one of these 
kn little dvils. 
kn Thanks, 
kn 73 
kn Hank 


Just like the (UK) Mullard EF39 apart from the "P" or "CT8" base. 


Vh Th Va Ta Vs Is Vg Ra Gm 
6.3 .2 250 6.0 100 1.7 2.5 1250k 2.2 mA/V 


The side contacts are numbered in an unusual way. Looking at the bottom, 
get the 4 close-spaced contacts around 6 o'clock and the 4 wide-spaced 
ones around 12 o'clock. Now the contact nearest 7 o'clock is No 1, the 
next ANTI clockwise is No 2, ... and No 8 is at 9 o'clock. 


1: screen, 2 and 3: heater, 4: cathode, 5: grid 3, 6: nothing, 7: grid 
2, 8: anode (plate). Top cap is grid 1. 


I have NO IDEA why the side contacts are counted anticlockwise whilst 
most tube pins are counted clockwise. To confuse non-professionals I 
expect. 


The octal equivalent EF39 used to be 10 for a penny; but the EF9 is 
harder to find so might attract "silly prices". I could ask 3 or 4 UK 
suppliers if you like; my guess U5 plus U3 airmail, x approx 1.7 for 
dollars. 


Made by Tungsram as well as Mullard, I'm told. 
Good luck, 


Bill J 
Edinburgh, UK 


Sentio aliquos togatos contra me conspirare 


Net-Tamer V 1.11.2 - Registered 


Date: Wed, 11 Nov 1998 16:38:07 -0500 (EST) 


Message-Id: <199811112138.QAA17221@pop.uky.edu> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 

To: Old Tube Radios <boatanchors@theporch.com> 
From: "William L. Fuqua III" <wlfuqu00@pop.uky.edu> 
Subject: WE 232A Water Cooled tube 


Anyone have specs on a very old Western Electric 
232A water cooled transmitting tube. It is about 
2 foot tall overall. 


73 
Bill wa4lav 


William L. Fuqua III P.E. E-mail WLFUQUQQO@POP.UKY.EDU Phone (606) 257-4155 
Department of Physics and Astronomy CP-177 Chem. Phys. Bldg. 
University of Kentucky , Lexington, Ky 40506-0055 


Message-Id: <3.0.5.32.19981111165726 .00818e80@mail1.coastalnet.com> 
Date: Wed, 11 Nov 1998 16:57:26 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Al Parker <anchor@coastalnet.com> 

Subject: FS: 11 mtr AM rig 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


Lafayette Comstat-25A CB. Tests OK on rev & xmt, approx. 2-1/2w out to 50 
ohm load, rcvs cb sigs on 12 inch wire. Double conversion revr, 11.274 & 
455 IF's. 6BQ5 final, 11 tubes + mod. by sand state. Xtal synthesized, 23 
ch. 120vac or 6vdc, with power connector & 120vac cord & mobile mount. 
good condx but dirty. 

$50 plus ship 


73, 

Al, W8UT 

New Bern, NC 

Boat Anchors appreciated here 
anchor@coastalnet.com 


Message-Id: <199811112210.WAA10439@mail.compulink.co.uk> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Bill J <maestro@cix.co.uk> 


Date: Wed, 11 Nov 1998 22:09:57 +500 
Subject: Re: Wanted INFO: Pope EF9 tube. 
From: gm8apx <maestro@cix.co.uk> 


Sorry if this is a duplicate; I forgot to fiddle the header at the 
previous attempt. 


ma On 1998-11-11 kn6di@groupone.net said: 

ma kn A friend of mine has a_ radio from Europe that has a Pope EF9 
ma tube kn it has 8 flat pins, a red glass evevolope that is loose at 
ma the base kn and it has a smooth edge, not like it is broken and you 
ma can twist kn it about a 1/8" in either direction and has several 
ma wraps of a very kn fine copper wire wrapped around it and soldered 
ma to one of the pins. kn Wire size is around 30 or so. Has a plate 
ma cap and he says when he kn touches the plate cap the radio hums a 
ma little louder. kn Anybody know who, what, where, how to find info 
ma or one of these kn little dvils. 

ma kn Thanks, 

ma kn 73 

ma kn Hank 


Reply: 


Just like the (UK) Mullard EF39 apart from the "P" or "CT8" base. 

Vh Th Va Ta Vs Is Vg Ra Gm 

6.3 .2 250 6.0 100 1.7 2.5 1250k 2.2 mA/V 
The side contacts are numbered in an unusual way. Looking at the 

bottom, get the 4 close-spaced contacts around 6 o'clock and the 4 
wide-spaced ones around 12 o'clock. Now the contact nearest 7 

o'clock is No 1, the next ANTI clockwise is No 2, ... and No 8 is 

at 9 o'clock. 


1: screen, 2 and 3: heater, 4: cathode, 5: grid 3, 6: nothing, 7: 
grid 2, 8: anode (plate). Top cap is grid 1. 


I have NO IDEA why the side contacts are counted anticlockwise 
whilst most tube pins are counted clockwise. To confuse 
non-professionals I expect. 


The octal equivalent EF39 used to be 10 for a penny; but the EF9 is 
harder to find so might attract "silly prices". I could ask 3 or 4 
UK suppliers if you like; my guess U5 plus U3 airmail, x approx 1.7 
for dollars. 


Made by Tungsram as well as Mullard, I'm told. 


Good luck, 


Bill J 

Edinburgh, UK 

Sentio aliquos togatos contra me conspirare 
Net-Tamer V 1.11.2 - Registered 


Net-Tamer V 1.11.2 - Registered 


Message-Id: <3.0.1.32.19981111174601.00688dcO0@a.crl.com> 
Date: Wed, 11 Nov 1998 17:46:01 -0600 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Phil Mills <pmills@a.crl.com> 

Subject: FS -- CE200V parts available 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


No, I haven't given up on my restoration. It is just that 
my quest required me to acquire a parts rig for a price higher 
than I paid for the transmitter that I'm restoring :-> 


Anyway, I have removed the PTT relay coil, audio limiter, and 
audio filter that I needed. Also removed before I got it... 
one filter choke and the tubes. The rest appears to be there. 


If anyone is in need of parts for a repair or restoration, please 
let me know. 


thanks & 73, 
Phil 


Phil Mills AB5TH 
pmills@a.crl.com 
Friendswood, TX 


Message-Id: <3.0.1.32.19981111174749 .0068bc18@a.crl.com> 
Date: Wed, 11 Nov 1998 17:47:49 -0600 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Phil Mills <pmills@a.crl.com> 

Subject: ?? CE200V on 160 meters ?? 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


In the manual, there is some mention of the ability to put 
the CE200v on 160 meters. Can anyone help me with information 
on this? Did CE make a broadband coil to support 160? Is 


there a magazine or newsletter article that I should look for? 
Any information and help will be greatly appreciated. 


thanks & 73, 
Phil 


Phil Mills AB5TH 
pmills@a.crl.com 
Friendswood, TX 


Message-Id: <3.0.32.19981111192736.007adbcO@mail.wt.net> 
Date: Wed, 11 Nov 1998 19:28:20 -0600 

To: Old Tube Radios <boatanchors@theporch.com> 

From: "Benjamin D. Hall" <kd5byb@WT.NET> 

Subject: URM-25 Capacitor Synopsis 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


Greetings everyone... 


I received many responses about my URM-25D capacitor query. I've 
summarized the responses for everyone's enjoyment. 


1) MicaMold brand capacitors are not known for their reliability, as they 
are no more than a paper capacitor inside of a plastic case. While they 
look like mica caps, don't be fooled! Thankfully, in the case of the 
URM-25D, the manual plainly states which caps are paper dielectric, and 
which are mica, ceramic, etc... 


2) Failed MicaMold capacitors xdox cause a lot of problems in the URM-25, 
especially dealing with modulation tones not working, no modulation, no 
output, etc... I also received reports that some MicaMold paper caps will 
work fine when cold, but die when heated. In the case of my URM-25, the 
modulation works as long as the unit is cold - warm it up for half an hour 
and the party is xoverx. 


3) The rest of the caps in the URM-25 most likely x*DO NOT* need replacing. 
They are mica and ceramic dielectric, and are very durable. One person 
pointed out that there is one xGIGANTIC* downside to replacing all of the 
caps in the unit - some of the ceramic caps in the URM-25 have temperature 
coefficients that work to cancel drift. Finding replacements of the same 
temperature coefficient would be time consuming at best if possible at all. 


4) Several people pointed out that there is a publication entitled the 
"Hollow State Newsletter" in which the URM-25D overhaul has been treated 


thoroughly. At the time I sent my query, my copy was Missing in Action, 
but has been located. While I haven't read the article completely, it has 
*xLOTS* of good information. 


Well, that is about it for now! I start disassembly of my URM-25D 
tomarrow, wish me luck! 


Thanks and 73, 

Ben 

Benjamin D. Hall, KD5BYB, Engine and radio collector / operator. 
Located in Houston, Texas, USA. 

e-mail: kd5byb@WT.net, web: x*xxdown for refurbishmentxxx 

"An ye harm none, do what ye will." 


Message-ID: <001601beQdea$bc9bfb80$ee4306d1@default> 

From: "Chuck O'Neal" <coneal@ma.ultranet.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: FS: QST 1928 to 1975 

Date: Wed, 11 Nov 1998 22:14:51 -0500 

MIME-Version: 1.0 

Content-Type: multipart/alternative; 
boundary="----=_NextPart_000_000D_01BEQDCO.B41C7B80" 


This is a multi-part message in MIME format. 


Sos =_NextPart_000_000D_01BE0DCO.B41C7B80 

Content-Type: text/plain; 
charset="is0-8859-1" 

Content-Transfer-Encoding: quoted-printable 


The following QST's are available. Unless otherwise noted, years are 
complete. I have some multiple sets of some years as noted also. 


1928, 1929, 1933, 1935, 1938, 1939(10 missing), 1940, 1941(6 missing), = 
1942 ,1943,1944,1945(3 missing), 1946(1 missing) ,1947(2 sets), 

1948, 1949, 1950(+3 extra issues), 1951, 1952(2 sets), 1953(2 sets) 

1954(2 sets), 1955(2 sets), 1956(2 sets), 1957, 1958(2 sets), 

1959(2 sets), 1960(2 sets), 1961(3 sets), 1962(2 sets), 1963(2 sets), 
1964(2 sets), 1965(2 sets), 1966(2 sets), 1967, 1968, 1969, 1970, 

1971, 1972, 1973, 1974, 1975 All in good to exc. shape. one or two have = 


loose covers. 
All for $195. Pick up near Boston, MA preferred. Could meet someone 


1/2 way anywhere in New England. Shipping would be a bit of $$$ 
but could be done. They are in 9 heavy boxes!! 


romeo =_NextPart_000_000D_01BE0DCO.B41C7B80 

Content-Type: text/html; 
charset="i1s0-8859-1" 

Content-Transfer-Encoding: quoted-printable 


<!DOCTYPE HTML PUBLIC "-//W3C//DTD W3 HTML//EN"> 
<HTML> 
<HEAD> 


<META content=3Dtext/html; charset=3Diso-8859-1 = 
http-equiv=3DContent-Type> 

<META content=3D'"MSHTML 4.72.3110.7"' name=3DGENERATOR> 

</HEAD> 

<BODY bgColor=3D#f£f£LL££> 

<DIV> 

<DIV>The following QST's are available.&nbsp; Unless otherwise noted, = 
years=20 

are</DIV> 

<DIV>complete.&nbsp; I have some multiple sets of some years as noted=20 
also.</DIV> 

<DIV>&nbsp; </DIV> 

<DIV>1928, 1929, 1933, 1935, 1938, 1939(10 missing), 1940, 1941(6 = 
missing) ,=20 

1942 ,1943,1944,1945(3 missing), 1946(1 missing) ,1947(2 sets) ,</DIV> 
<DIV>1948, 1949, 1950(+3 extra issues), 1951, 1952(2 sets), 1953(2 = 
sets)</DIV> 

<DIV>1954(2 sets), 1955(2 sets), 1956(2 sets), 1957, 1958(2 sets) ,</DIV> 
<DIV>1959(2 sets), 1960(2 sets), 1961(3 sets), 1962(2 sets), 1963(2 = 
sets) ,</DIV> 

<DIV>1964(2 sets), 1965(2 sets), 1966(2 sets), 1967, 1968, 1969, = 
1970,</DIV> 

<DIV>1971, 1972, 1973, 1974, 1975&nbsp; All in good to exc. shape. one = 
or two=20 

have </DIV> 

<DIV>loose covers.</DIV> 

<DIV>&nbsp; </DIV> 

<DIV>All for $195.&nbsp; Pick up near Boston, MA preferred.&nbsp; Could = 
meet=20 

someone</DIV> 

<DIV>1/2 way anywhere in New England.&nbsp; Shipping would be a bit of = 
$$$</DIV> 

<DIV>but could be done.&nbsp; They are in 9 heavy boxes!!</DIV> 
<DIV>&nbsp; </DIV> 

<DIV>regards,</DIV> 


<DIV>Chuck...</DIV></DIV></BODY></HTML> 


eee = NextPart_000_000D_01BEODCO.B41C7B80- - 


Message-ID: <364A5A49.3DCCB15@esslink. com> 
Date: Wed, 11 Nov 1998 22:47:22 -0500 

From: Sandy Gerli <angerli@esslink.com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Calibrator xtal WTB 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Hi, 


Need a 100kHz calibrator xtal for my S-Line/KWM-2A. Found by 
substitution that one was bad and I need another. Anyone have an extra 
to sell?? 


Sandy Gerli, AC1Y 

500 Country Club Road 

Avon, CT 06001-2406 

(860) 675-5566 

E-Mail: angerli@esslink.com 


Life Member: ARRL, QCWA 
Charter Member: Collins Collectors Association 


"Boatanchors are Ham Radio's living heritage! 
Get in touch with ‘em. Restore something! Smell that hot solder! 
Sure beats booze. And, you can get up afterwards..." 


Message-ID: <364A64C3.CO29A305@tcsourceone. com> 
Date: Wed, 11 Nov 1998 21:32:03 -0700 

From: "Wallace Gibbons" <rockwall@tcsourceone.com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Tubes and Meters FS 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Greetings, 


Cleaning up some stuff I don't need. 


Four used 6JS6, two sylvania and two unknown. Sylvania look like they 
have never been used but no box, not new. $43 and I will USPS priority 
mail to you. 


Two new old stock Simpson Model 1522 0-500 milliamp edge view style 
panel meters complete with all hardware, etc. $25 each and I will USPS 
priority mail to you. 


Help me clean out the shack. 


Wally Gibbons 
rockwall@tcsourceone.com 


Message-Id: <199811120557. XAA25890@loki.internettport.net> 
From: "steve" <scb@mail.internettport.net> 

To: Old Tube Radios <boatanchors@theporch.com> 

Date: Wed, 11 Nov 1998 23:42:22 +0000 

MIME-Version: 1.0 

Content-type: text/plain; charset=US-ASCII 
Content-transfer-encoding: 7BIT 

Subject: (Fwd) Re: Panel Meter Adj.-(Phaostron) 


Forwarded message: 

From: Self <Single-user mode> 

To: Jim Garland W8ZR <4CX250B@miavx1.acs.muohio.edu> 
Subject: Re: Panel Meter Adj. -(Phaostron) 

Date: Mon, 9 Nov 1998 14:52:48 


Hi Jim & Group; 


I have had to correct excessive pivot bearing clearance in every 
Phaostron meter (incl. ME-77C/U & TV-7D) that has come my way in the 
last few years. Seems to be a trend going on these. Wonder if 
something on the bobbin changes dimension in time, can't believe it 
was intentional (mis)adjustment. 


73; Steve 


Message-ID: <0Q02e01beQ0e00$dabc1260$86714dd1@soundval.foothill.net> 
From: "Eugene Rippen" <soundval@foothill.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: WTB: NATIONAL SW-5 Thrillbox 
Date: Wed, 11 Nov 1998 21:54:03 -0800 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 


Content-Transfer-Encoding: 7bit 


See Original Message----- 

From: Eugene Rippen <soundval@foothill.net> 
To: baswaplist <baswaplist@foothill.net> 
Date: Wednesday, November 11, 1998 9:51 PM 
Subject: WTB: National SW-5 Thrillbox 


Wanted: National SW-5 Thrillbox. 
Must be complete and original. 
With or without Power Supply 
Don't need coils. 


Eugene Rippen, 105 Donnington, Auburn, CA 95603 


Message-Id: <199811120604.AAAQ5180@sco.theporch. com> 
Date: Thu, 12 Nov 1998 01:07:56 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Glenn Finerman <glennfin@mjet.com> 

Subject: R-392 For Sale 

Cc: baswaplist@foothill.net 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


I have an R-392 receiver available for sale. Mfg'd by Stewart 
Warner. Checked - working. Good cosmetic condition, excellent 

front panel. Very smooth tuning. Why am I selling it?, really don't 
need three of them!! This one could probably use an alignment, 

some new tubes, some tweaking, but it is in working condition. 

I'll include a good clear copy of the "Field and Depot Maintentance 
Manual" Price includes double box packing and shipping via UPS. 


$175 


Message-ID: <364A7AE2.7677@infonline.net> 
Date: Thu, 12 Nov 1998 01:06:26 -0500 

From: Charles Ring <charlesr@infonline.net> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
CC: boatanchors@theporch.com 

Subject: Re: More Mystery Tube Info 
Content-Type: text/plain; charset=us-ascii 


Content-Transfer-Encoding: 7bit 

Wallace Gibbons wrote: 

Greetings, 

Slowly getting unpacked in the new ham shack, and going through the 
tubes. Found another couple of strange ones. First is a Western Electric 
313C. Four pin base, and the glass is a deep red. Same shape as a GT 
type 80. Can't tell for sure what the innards are. Anyone with a data 
book that will tell me what this fellow is. 


Thanks for the info/help. 


Wally Gibbons 
rockwall@tcsourceone.com 


VVVV VV VV VV VV VV 


I have a WE 313C. It was removed 20 years ago from a WE / Bell System 
755A small crossbar PBX and was associated with the return ringing tone 
(not ringing voltage) of the PBX's local intercom. Mine has a black 
coating inside the glass, no red. I may have more data on it, will take 
a while to dig through old docs. 


73 de W3NU 


Date: Thu, 12 Nov 1998 02:31:48 -0500 

From: polepeeg@aa4rm.ba-watch.org (Marty's Refl. Drop) 
Message-Id: <199811120731.CAA21870@aa4rm.ba-watch.org> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: WE 232A Water Cooled tube 


Cathode W-F (wolframite filament) 
20V 
60A 


Class B R-F Ampl. 


Ep 17500 

Ip 1.5A 
Eg -500V 
Pdiss 25kw 


Ig-max 40A 


1935 engr note says sounds great with Paul Whiteman or Russ Columbo. Last 
footnote is 1963 & message is "Do not use with Bob Dylan" 


Triode base diagram WE proprietary but I can security-fax it to ya via 
no-scan TV. 


Marty 


Just a guess, but don't think it'll go in a Gonset Commander 


Message-Id: <199811121031.CAA05370@mail-gw6.pacbell.net> 
From: "Arden Allen" <gumbear@pacbell.net> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: 8930 RF Power Tetrode 

Date: Thu, 12 Nov 1998 02:31:55 -0800 

MIME-Version: 1.0 

Content-Type: text/plain; charset=IS0-8859-1 
Content-Transfer-Encoding: 7bit 


Charles asks a question that I would like to understand the answer to 
also: 


Sy ehtlewene Ga these tubes have "higher perveance" than their junior cousins, 
but I am not sure. 

> Therefore, two questions: (1)Anyone care to take a stab at defining 

> perveance in this context......... 


1. It would be between pervasive and perverse if it were in my dictionary. 


2. "The space-charge-limited cathode current divided by the three-halves 
power of the anode voltage of a diode." --The Modern Dictionary of 
Electronics by Rudolf F.Graf; Howard Sams & Co., 1970. What does that 
mean? 


3. Langford-Smith goes on to say, "perveance is independent of the 
electrode voltages and currents, so long as the three-halves power 


holds....... "E-mailish for perveance, looks sorta like G=ik/(eb)3/2. 


4. Going on to page 71 it starts getting heavy duty and (yawn) tomorrow's 
a work day. Later folks........ Z2ZZ2Z2Z22ZZ. 


Arden Allen KB6NAX Vallejo, CA  gumbear@pacbell.net 


End o£ BOATANCHORS Digest 2297 


KKKKKKKKKKKKKKKKKKKKKKKKKKKKKK 


>From ???@??? Fri Nov 13 05:50:42 1998 

Message-Id: <199811130330.VAA15775@sco.theporch. com> 
Date: Thu, 12 Nov 1998 21:29:26 CST 

Subject: BOATANCHORS digest 2298 


BOATANCHORS Digest 2298 
Topics covered in this issue include: 


1) Re: More Mystery Tube Info 
by Al Klase <skywaves@bw.webex.net> 
2) Re: 8930 RF Power Tetrode 
by Bill J <maestro@cix.co.uk> 
3) [eBay] Collins 51S-1 at auction on eBay... 
by Michael Crestohl <mc@sover.net> 
4) Re: [eBay] Collins 51S-1 at auction on eBay... 
by John R Bookout K7JB <k7j]b@uswest.net> 
5) Serendipity in Boatanchor Land. 
by David Stinson <arc5@ix.netcom.com> 
6) Re: 159 Bulbs 
by Bill Riches <briches@bellatlantic.net> 
7) Re: [eBay] Collins 51S-1 at auction on eBay... 
by Scott Robinson <spr@earthlink.net> 
8) vets day non-activity 
by "Paul Bernhard Sr." <w2tu@email.msn.com> 
9) Re: [eBay] Henney Radio Eng'ing Handbook 
by Bill J <maestro@cix.co.uk> 
10) Centralab type AU disc caps 
by "Joseph W. Pinner" <kc5ijd@sprintmail.com> 
11) HP and Tek (vintage :-) test equipment I posted on eBay 
by "L. Mark Pilant - MS ZK03-4/Y02 DTN 264-1529" <pilant@seesaw.ENET.dec.com> 
12) 4-400s back in production.... 
by john <johnmb@mindspring. com> 
13) Max Level 15 dB?? 
by "James R. Binkley" <w4aos@his.com> 
14) Everything is lost!!! 
by joelutz@juno.com (Joseph W Lutz) 
15) Re: Max Level 15 dB?? 
by "Roberta J. Barmore" <rbarmore@indy.net> 
16) Re: Max Level 15 dB?? 
by Al Klase <skywaves@bw.webex.net> 
17) Drake L4B tips 
by Bill Wilson <billo@internettport.net> 
18) Re: Max Level 15 dB?? 
by Scott Robinson <spr@earthlink.net> 


19) Re: Max Level 15 dB?? 
by ailO@lehigh.edu (ARTHUR I. LARKY) 
20) Valiant Question 
by George T Folse III <kb5wwo@bellsouth.net> 
21) Atwater Radios-- Thanks 
by David Stinson <arc5@ix.netcom.com> 
22) Re: Max Level 15 dB?? 
by Bill Hawkins <bill@iaxs.net> 


Message-ID: <364AD9C7.A865E86B@bw.webex.net> 
Date: Thu, 12 Nov 1998 07:51:19 -0500 

From: Al Klase <skywaves@bw.webex.net> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
CC: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: More Mystery Tube Info 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Sibley Sez this is a cold-cathode neon triode. The red coating is to 
prevent ambient light from effecting performance. 


73, Al 

Charles Ring wrote: 

Wallace Gibbons wrote: 

Greetings, 

Slowly getting unpacked in the new ham shack, and going through the 
tubes. Found another couple of strange ones. First is a Western Electric 
313C. Four pin base, and the glass is a deep red. Same shape as a GT 
type 80. Can't tell for sure what the innards are. Anyone with a data 
book that will tell me what this fellow is. 


Thanks for the info/help. 


Wally Gibbons 
rockwall@tcsourceone.com 


VV VV VV VV VV VV VV 


I have a WE 313C. It was removed 20 years ago from a WE / Bell System 
755A small crossbar PBX and was associated with the return ringing tone 
(not ringing voltage) of the PBX's local intercom. Mine has a black 
coating inside the glass, no red. I may have more data on it, will take 
> a while to dig through old docs. 


VVVV VV VV VV VV VV VV VV VV WV 


> 
> 73 de W3NU 


Al Klase - N3FRQ 

skywaves@bw.webex.net 

Flemington, NJ 08822 

Web Page: http://www.webex.net/~skywaves/home.htm 


Message-Id: <199811121255 .MAA15975@mail.compulink.co.uk> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Bill J <maestro@cix.co.uk> 

CC: <boatanchors@theporch.com> 

Date: Thu, 12 Nov 1998 12:55:05 +500 

Subject: Re: 8930 RF Power Tetrode 

From: Bill Jarvis <maestro@cix.co.uk> 


On 1998-11-12 gumbear@pacbell.net said: 


gu Charles asks a question that I would like to understand the answer 
su to also: 

gu Deane ce ede these tubes have "higher perveance" than their junior 
su cousins, but I am not sure. 

gu > Therefore, two questions: (1)Anyone care to take a stab at 

gu >defining perveance in this context......... 

gu 1. It would be between pervasive and perverse if it were in my 

gu dictionary. 

su 2. "The space-charge-limited cathode current divided by the 

gu three-halves power of the anode voltage of a diode." --The Modern 
gu Dictionary of Electronics by Rudolf F.Graf; Howard Sams & Co., 1970. 
su What does that mean? 

gu 3. Langford-Smith goes on to say, "perveance is independent of the 
gu electrode voltages and currents, so long as the three-halves power 
gu holds....... "E-mailish for perveance, looks sorta like 

gu G=ik/ (eb) 3/2. 

gu 4. Going on to page 71 it starts getting heavy duty and (yawn) 

gu tomorrow's a work day. Later folks........ Z2ZZ2Z22Z. 

su Arden Allen KB6NAX Vallejo, CA  gumbear@pacbell.net 


I think what you need is Jenkins & Jarvis: Basic Principles of 
Electronics, Vol 1 - Thermionics (Pergamon, 1966). 


It definitely mentions space charge and the 3/2 power law. 


I believe that applies when the ONLY factor limiting the 
cathode-to-anode current is the space-charge around the cathode. 


But it's 32 years since I helpwed write the book and I can't get over 
never receiving more than u180 for 3 years work. I wonder what Mr 
Maxwell got. Maybe he had another use for the 3/2 power law. 


Opps, sorry - Spamming again, or is it blowing my own tuba? 


(Isn't perveance one of those exotic parameters which only audiophreaks 
can measure?) 
Procul, procul o este profani 


Net-Tamer V 1.11.2 - Registered 


Message-Id: <199811121342 .IAA18155@pike.sover.net> 
Date: Thu, 12 Nov 1998 08:27:13 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Michael Crestohl <mc@sover.net> 

Subject: [eBay] Collins 51S-1 at auction on eBay... 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


For those of you who might be interested - I have a COLLINS 51S-1 reciever 
listed on eBay. Lot number is 40832523. 


For those opposed to eBay listings on these mailing lists - please note the 
indicator in the subject line and consider it sufficient advice to delete 
the message unread. 


73, 


Michael, WRC 
mc@sover.net 


Message-ID: <364B0690.1678C8E9@ptld.uswest.net> 

Date: Thu, 12 Nov 1998 08:02:24 -0800 

From: John R Bookout K7JB <k7jb@uswest.net> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

CC: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: [eBay] Collins 51S-1 at auction on eBay... 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Hi Michael: 


I tried searching for 40832523 and COLLINS 5151. Each time © items were 
turned up. Perhaps you could give us more information that will work! 
Thanks John. 


Michael Crestohl wrote: 


For those of you who might be interested - I have a COLLINS 51S-1 reciever 
listed on eBay. Lot number is 40832523. 


For those opposed to eBay listings on these mailing lists - please note the 
indicator in the subject line and consider it sufficient advice to delete 
the message unread. 


73, 


Michael, WRC 
mc@sover.net 


VV VV VV VV VV VV 


Best 73's 
John K7JB 


E-Mail: k7jb@ptld.uswest.net 
Packet: K7JB @ K7JB.nwor.or.usa.na 
HARDWARE: 


Collins S-Line: 


32S-3A S/N 30801 
75S-3C S/N 30644 
312B-4 S/N 

3011 S/N 

75A4 S/N 5445 
Home Brew: 


4-1000A Amplifier S/N 1 


Military: 
R-390/URR COLLINS S/N 4651 
R-390A/URR EAC S/N 1475 


R-390A/URR Imperial S/N 2168 
CV-157/URR SSB ADAPTER S/N 40 


Hammarlund: 
SP-600-JX-17 S/N 20338 Diversity 


Message-ID: <364B0825.53CF@ix.netcom.com> 


Date: Thu, 12 Nov 1998 10:09:09 -0600 

From: David Stinson <arc5@ix.netcom. com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Serendipity in Boatanchor Land. 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


I'm going to tell you a Veteran's Day story you 
aren't going to believe, but it's 100% true. 


My father, Leo Stinson, 76 years old, served his country with the 
2nd Battalion, 12th Infantry Regiment, 4th Division in Europe. 


He was in combat almost continualy from the time he 
landed in France until Germany's final surrender. 


I've managed to find a few details over the years. 

He doesn't want to talk about it much and I don't want 
to drag him back through that horrible nightmare. 

He was there in the Hertgen Forest when the defending 
German 88s were turning his buddies into hamburger. 

One of the few things he told me about was the terror 

of being under shell fire. "You don't think you can get 
your whole body inside that steel helment, but you can" 
he said, and his voice still trembles a bit at the memory. 
And the Bulge: "Lots of running, lots of snow, lots of 
getting shot at." 


Long ago, when I first started showing an interest in 
military radios, my daddy told me another story. 

"The first few months (of service), the only radios 
we had were old morse code things that looked like 
they were from the first war." 


I contacted a gracious gentleman in north Texas a few weeks ago. 
He had some military radios to sell and I went up 

to see and purchase them. One was a BC-9-A, a battalion-level 
transceiver built in about 1922. This one had been 

oversprayed with OD paint, but was otherwise in 

excellent shape. I could see that the original finish 

was still intact under the paint. So I took it home 

with me. 


A few days ago, I got out my polishing compound and began to 
gently scrub away the overspray, hoping to recover the 
majority of the original finish. These radios typically 
were marked with the crossed-rifles of the infantry 


and the battalion/regiment number to which it was assigned. 


As I rubbed I could see that the markings were indeed intact. 
As they came clearer, I was at first doubtful of my eyes, 
believing it "wishful thinking." But it wasn't 


This unit belonged to the 2nd Battalion, 12th U.S. Infantry. 


I called my father and he was excited to hear about it. 

He wanted to know who had it, where had it been? 

I'll be taking it up to him on Thanksgiving, and I 

can't wait to see his face. It was probably out 

of service by his time, but who that was not there 

can say that? He told me they used whatever they 

could find in the early days, including "old first war stuff." 


I've posted a web page with photographs at: 
http: //pwi.netcom.com/~arc5/bc9.htm 


Life is strange and wonderful sometimes :) 


73 DE David Stinson AB5S 
arc5@ix.netcom.com 


Occupied Republic of Texas, CSA 


Message-ID: <364B09A9.8CA50452@bellatlantic.net> 
Date: Thu, 12 Nov 1998 11:15:38 -0500 

From: Bill Riches <briches@bellatlantic.net> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
CC: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: 159 Bulbs 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Jderm740@aol.com wrote: 
Bulb is 6.3 volt @ .15 A Long life T 3 1/4 envelope. 


I have no idea what it fits. Thought for a minute it was automotive but at 
6.3v I guess not. 


VVV VV 


Used in Zenith color tv sets to light up the channel knobs. 


73, 
Bill, WA2DVU 
Cape May, NJ 


Message-ID: <364B29E5.EDFO70AB@earthlink.net> 

Date: Thu, 12 Nov 1998 10:33:09 -0800 

From: Scott Robinson <spr@earthlink.net> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: [eBay] Collins 51S-1 at auction on eBay... 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


John, 


It works if you use the hyphen (51s-1, NOT 5151). Literal minded 
things, computers... 


Regards, 


Scott Robinson 
spr@earthlink.net 


Junque is GOOD for you! 


John R Bookout K7JB wrote: 
Hi Michael: 


I tried searching for 40832523 and COLLINS 51S1. Each time © items were 
turned up. Perhaps you could give us more information that will work! 
Thanks John. 


Michael Crestohl wrote: 

> 

> For those of you who might be interested - I have a COLLINS 51S-1 reciever 
> listed on eBay. Lot number is 40832523. 


VV VV VV VV VV VV 


Message-ID: <0Q03d01be0e72$19c5b300$15582299@default> 
From: "Paul Bernhard Sr." <w2tu@email.msn.com> 
To: Old Tube Radios <boatanchors@theporch.com> 


Subject: vets day non-activity 
Date: Thu, 12 Nov 1998 14:24:41 -0500 


Hello all; 

I apologise to any who may have hunted for W2TU/2 and the Drake Twins 
aboard the USS The Sullivans on Vets day tues. High winds and high seas 
(Lake was 4 feet above normal ) here at the east end of Lake Erie closed the 
station for the day. Hope to operate again this Saturday, Nov. 14th from 
about 12-3 PM EST on the same freqs. (7.235 & 14.250 + or - a few.) Again my 
apologies and hope to see you sat, 


Paul B. W2TU 
w2tu@email.msn.com 


http://www. geocities.com/~dd537 


Message-Id: <199811122130.VAA20753@mail.compulink.co.uk> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Bill J <maestro@cix.co.uk> 

Date: Thu, 12 Nov 1998 21:29:54 +500 

Subject: Re: [eBay] Henney Radio Eng'ing Handbook 

From: Bill Jarvis <maestro@cix.co.uk> 


I'm offering the 1941 edition of this McGraw-Hill Book on ebay; it's 
item 41385751. I have many similar; email me for a list please if 
interested. 


Bill J 
Edinburgh, UK 


Non omnia possumus omnes 


Net-Tamer V 1.11.2 - Registered 


Message-Id: <199811122140.NAAO2796@magpie. prod.itd.earthlink.net> 
Subject: Centralab type AU disc caps 

Date: Thu, 12 Nov 1998 15:40:52 -0600 

From: "Joseph W. Pinner" <kc5ijd@sprintmail .com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Mime-Version: 1.0 


Content-Type: text/plain; charset="US-ASCII" 
Does anyone here have specs on the Centralab AU series of disc capacitors? 
73 


Joseph W Pinner 

Lafayette, LA 

KC5IID 

EMail: kc5ijd@sprintmail.com 


Message-Id: <9811122308.AA05276@us2rmc.zko.dec.com> 

Date: Thu, 12 Nov 98 18:10:13 EST 

From: "L. Mark Pilant - MS ZK0Q3-4/Y02 DTN 264-1529" <pilant@seesaw.ENET.dec.com> 
To: Old Tube Radios <boatanchors@theporch.com> 

Cc: pilant@seesaw.ENET.dec.com 

Subject: HP and Tek (vintage :-) test equipment I posted on eBay 


I put up a bunch of my excess test equipment up for auction on eBay. 
I need the room :-) Below are the items and a link to the eBay item 
page. 


Tektronix 500 series 1M1 calibration unit with manual 
http: //cgi.ebay.com/aw-cgi/eBayISAPI .d11?ViewItem&item=41568304 


Tektronix 555 scope plugin extender 
http: //cgi.ebay.com/aw-cgi/eBayISAPI .d1l1?ViewItem&item=41571802 


Tektronix 560 scope plugin extender 
http: //cgi.ebay.com/aw-cgi/eBayISAPI .d11?ViewItem&item=41570606 


Hewlett-Packard HP-350B attenuator for sale 
http: //cgi.ebay.com/aw-cgi/eBayISAPI .d11?ViewItem&item=41662001 


Thanks in advance. 


- Mark 


Message-Id: <3.0.3.32.19981112191826 .00c1f££7c@mindspring. com> 
Date: Thu, 12 Nov 1998 19:18:26 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: john <johnmb@mindspring.com> 

Subject: 4-400s back in production.... 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


Just got this, and thought some of you might be interested... 


the 4-400 and 3-500Z is back in production! 


D & C Electronics. Co. 


Immediate Press Release 


THEY'RE BACK 
MADE IN USA 4-400 AND 3-500Z 


looks like 


American-made 3-500Z and 4-400A/C tubes are back at 


last! 


These tubes are being produced by Triton Services, Inc. 


of Easton, PA. 


formally ITT (International Telephone and Telegraph) 
Triton acquired EIMAC's Glass Tube Division in 1996 along 


with all the 
original equipment and technology. 


Snipped from their website at: 
http://www. freeyellow.com/members2/dcelectronics/press.html 


+ seseses2 es ew ew eee ew ewww eww eww ewww we ew ew ew ew ew ew ew ew ew ew ew ew ew ew ew ew ew ew ew ew ew ew ee ew ew ew ew ew ew ee ew ee ew 
|Wanted: Millen exciter 90801/similar 

| AWA-OTB back issues... 

|AMI #24 Millen supply(90281)Amp (90881) 

+ wsesses sw ew ew we ew ewe www eww ew ewww ew ew ew ew ew ew ew ew ew ew ew ew ew ew ew ew ew ew ew ew ew ew ew ew ew ee ew ew ew ew ee ew ew ee ew 


Message-ID: <364B8177.13712FBE@his.com> 

Date: Thu, 12 Nov 1998 19:46:47 -0500 

From: "James R. Binkley" <w4aos@his.com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Max Level 15 dB?? 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


I have a UTC LS12 transformer. It's a nice mike or line to p-p grid, 


super quality hi-fi unit. 


In the July 1949 QST this transformer is listed in a UTC ad, so I know 


the design impedances from this data. 


But, the puzzle is that there is a power rating given as follows: 

"Max Level 15 dB". 

This leaves me cold, I haven't a clue as to how to interpret this. DB 
is of course a power ratio, and 15 dB corresponds to a power ratio of 
31.6. That's fine, but what is the reference power level, do I 
multiply 31.6 times 1 milliwatt, 1 watt, or what? It is probably some 
reference level that was generally understood in that time, but I 
don't know what it is. Does anyone have a clue? 


Thanks Bob w4aos 


To: Old Tube Radios <boatanchors@theporch.com> 

Cc: boatanchors@theporch.com, COLLINS@LISTSERV. TEMPE. GOV 
Date: Fri, 13 Nov 1998 00:43:40 UTC 

Subject: Everything is lost!!! 

Message-ID: <19981113 .005736.9078.1.JOELUTZ@juno. com> 
From: joelutz@juno.com (Joseph W Lutz) 


Sorry for the bandwith - but hit the button to print and SHAZAM! 
Everything that was in Juno files - both current and archived is gone. 
Anyone that has anything pending from me - Please let me know. The only 
things that I know is pending is: 


The posting of the completed Service Bulletins - [Luckily, I have all 
them saved on both disk and in Word - currently working on HW-8, have 
HW-7 done but not yet sent. Files completed and posted to date are: 
HD-XXXX, HM-XXXX, HO-XXXX, HP-XXXX series, along with HR-1680. 


Still have copies of the HW-8 Hot Water Handbook [First & Second 
editions] along with copies of various mods from CQ on mods for the HW-8 
[like for RIT, etc]. Package of them all is $5.00 mailed. If just the 
copy of the mods is required, a business-size sase [with 3 stamps] will 
get it to you. 


Don't have a copy of the recent list of FS items, but do know that the 
MFJ artifical ground and the HW-30 are asked for. All other items, plus 
the plug & play KWM-2A package is still available. 


Again, sorry for the bandwith, guess I will have to start backing up 
every thing on disk. Take care. 


73 de Joe W7LPF/4 [NNNOKUU] 
QWCA - SOWP - NCVA - FISTS - RCC 
Gordonsville, Va 22942 [Orange Co] 


Date: Thu, 12 Nov 1998 20:13:14 -0500 (EST) 

From: "Roberta J. Barmore" <rbarmore@indy.net> 

To: Old Tube Radios <boatanchors@theporch.com> 

cc: Old Tube Radios <boatanchors@theporch. com> 

Subject: Re: Max Level 15 dB?? 

Message-ID: <Pine.SUN.3.96.981112200122 .2382A-100000@indy2> 
MIME-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


Hi! 


It's probably +15 dBm, which in most audio apps is 1mW in 600R, about 
Q@.7746V. That's the trouble with the deciBel, it's a "compared to what?" 
measurement and every subdivision of the electronic art has their own 
favorite "what!" "dBm" is among the worst, as it has differing meanings 
in RF & audio work (50R vs 600R). In audio these days, with OR sources 
and very high-R loads, "dBV" is used, with the "V" referring to 
@.7745967...V. One of the other fun ones is the FCC's dBk, deciBels 
referred to a kiloWatt, used to express the ERP of TV stations. 


73, 
- -Bobbi 


KB9GKX "RJ" rbarmore@indy.net Roberta J. (Bobbi) Barmore 
FISTS #3388 * G-QRP #10001 * ARRL * RSGB x WIA 
Appreciator Of Vacuum-Tube Ham Gear and Vintage Keys 


Message-ID: <364B8C3B.D8A21938@bw.webex.net> 
Date: Thu, 12 Nov 1998 20:32:43 -0500 

From: Al Klase <skywaves@bw.webex.net> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
CC: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Max Level 15 dB?? 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Bob and The Group, 
I'm pretty sure the UTC "DB" ratings are actually dBm. I.e., OdBm = 
mW. BTW, my 1953 Radio's Master says +10DB which would be 10mwW. 


10-15dBm would represent a typical "line level" in the pro audio sense. 


73, 
Al 
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James R. Binkley wrote: 


I have a UTC LS12 transformer. It's a nice mike or line to p-p grid, 
super quality hi-fi unit. 

In the July 1949 QST this transformer is listed in a UTC ad, so I know 
the design impedances from this data. 


But, the puzzle is that there is a power rating given as follows: 

"Max Level 15 dB". 

This leaves me cold, I haven't a clue as to how to interpret this. DB 
is of course a power ratio, and 15 dB corresponds to a power ratio of 
31.6. That's fine, but what is the reference power level, do I 
multiply 31.6 times 1 milliwatt, 1 watt, or what? It is probably some 
reference level that was generally understood in that time, but I 
don't know what it is. Does anyone have a clue? 


VV VV VV VV VV VV VV VV 


Thanks Bob w4aos 


Al Klase - N3FRQ 

skywaves@bw.webex.net 

Flemington, NJ 08822 

Web Page: http://www.webex.net/~skywaves/home.htm 


Message-ID: <364B44C0.2B3499DA@internettport.net> 
Date: Thu, 12 Nov 1998 14:27:45 -0600 

From: Bill Wilson <billo@internettport.net> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Drake L4B tips 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Greetings, 
Just picked up a L4B amp. Was looking for comments/tips/suggestions 
from other owners. 3-500Z's seemed to have really gone up as of 


lately. Any good source for these that won't break the bank? I checked 
out the Drake page today, they have some very nice prices (internet only 
purchases) on some of their older parts, like $3 ea. for 5KV .001's 
doorknobs and $2 for input coils for the L4B. 


Thanks in advance, 


Bill 
W4BIZ 


Jacksonville, Al. 36265 


Message-ID: <364B96FC.2C8BB8EQ@earthlink.net> 
Date: Thu, 12 Nov 1998 18:18:36 -0800 

From: Scott Robinson <spr@earthlink.net> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
CC: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Max Level 15 dB?? 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Roberta J. Barmore wrote: 

> 

> In audio these days, with OR sources 

> and very high-R loads, "dBV" is used, with the "V" referring to 
> 0.7745967...V. 


and Scott sez, 


I'm sorry to disagree (particularly with you, Bobbi...), but in 
my experience dBV is dB re 1 volt. It's possible some twit has 
perverted the name, but that's what it has been throughout my 
career in instrumentation and audio. 


dBU is sometimes used to mean dB re 0.7746 volts, NOT dB re 1 mW 
into 600 ohms. This preserves the actual working standard 
(voltmeter scales and so forth) but specifically removes the now 
obsolete 600 ohm power measurement. This prevents arguments 
about what impedance the measurement was done at. 


Peace, 


Scott Robinson 
spr@earthlink.net 


Junque is GOOD for you! 


Message-Id: <199811130232.VAA51756@ns2-1.CC.Lehigh.EDU> 
Date: Thu, 12 Nov 1998 21:32:41 EST 

From: ailO@lehigh.edu (ARTHUR I. LARKY) 

Subject: Re: Max Level 15 dB?? 

To: Old Tube Radios <boatanchors@theporch.com> 


Here comes my two cents: 


I'm confined to the upstairs bedroom for another week or so, so I must rely 
on my recollection. I recall that the hp 200 series meters were calibrated 
in volts and db and that Odb was 1mw into 600 ohms. If someone has an hp 
200x around, they can look at the range switch and the meter scale. If 
no one does that by the time I am able to descend to the basement, I'11 
report to you all. 

Art K3HBA 


>Roberta J. Barmore wrote: 

>> 

>> In audio these days, with OR sources 

>> and very high-R loads, "dBV" is used, with the "V" referring to 
>> 0.7745967...V. 

> 

>and Scott sez, 

> 

>I'm sorry to disagree (particularly with you, Bobbi...), but in 
>my experience dBV is dB re 1 volt. It's possible some twit has 
>perverted the name, but that's what it has been throughout my 
>career in instrumentation and audio. 

> 

>dBU is sometimes used to mean dB re 0.7746 volts, NOT dB re 1 mW 
>into 600 ohms. This preserves the actual working standard 
>(voltmeter scales and so forth) but specifically removes the now 
>obsolete 600 ohm power measurement. This prevents arguments 
>about what impedance the measurement was done at. 

> 

>Peace, 

> 

>-- 

>Scott Robinson 

>spr@earthlink.net 

> 

>Junque is GOOD for you! 


Message-ID: <364B9D97.3951@bellsouth.net> 

Date: Thu, 12 Nov 1998 20:46:47 -0600 

From: George T Folse III <kb5wwo@bellsouth.net> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Valiant Question 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


All, 
I would like to get a second opinion, is it normal for the drive pot 


too get hot on the Valiant? I have checked everything that I can think 
of that is connected to this pot. 

Thanks, 

George 


Message-ID: <364BA570.1257@ix.netcom.com> 
Date: Thu, 12 Nov 1998 21:20:16 -0600 

From: David Stinson <arc5@ix.netcom.com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Atwater Radios-- Thanks 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Offers for the Private BA-Members Only sale 
are closed. Thanks to everyone who participated. 


73 DE David Stinson AB5S 
arc5@ix.netcom.com 


Occupied Texas, CSA 


Date: Thu, 12 Nov 1998 21:29:15 -0600 (CST) 

From: Bill Hawkins <bill@iaxs.net> 

Message-Id: <199811130329.VAA12961@citrus.iaxs.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Max Level 15 dB?? 


Interesting. A Triplett (never could spell that) 630 VOM, an HP 400D 
and an HP 403B all have .77 volts AC for O dB. An HP 400GL, which is 
linear in dB (and early SS) has 1 volt as © dB. 


So I guess you'd use 0.9 volts AC for an engineering estimate ... 


Regards, 
Bill Hawkins 


End of BOATANCHORS Digest 2298 
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